
Plywood is stored in horizontally stacked bundles, on pallets or on wooden support sticks, 
indoors, at a temperature ranging from -40°C up to +50°C at the humidity not exceeding 80%.

Specifications of the product:

Storage conditions:

Compliance with standard: Technical Specifications (TU) 5512-013-00255214-2021

Thicknesses, mm: 15, 18

Sizes, mm: Production site: Vlast truda 
1525x1525 – solid, 2950х1525 – scarf-jointed, 
cut-to-size

Grades: 2/2 (ВВ/ВВ), 2/3 (ВB/CP), 2/4 (BB/C), 3/3 (CP/CP), 3/4 (CP/C),  4/4 (C/C)

Types of surface: not-sanded (NS) and both sides sanded (S2)

Raw material: outer layers: birch veneer  
inner layers: aspen veneer

Density, kg/m³: no less than 590 

Moisture content, %: 5-10

Overlay: no (HPL, CPL, fiberglass overlays are available)

Formaldehyde emission

(limit value 3,5 mg/h х m²):

Warranty period of storage: 1 year from the manufacturing date (according to TU)

Type of package: plywood

Tolerances:

±5,0

Plywood sheets length and width Size tolerances

Static bending strength, MPa: no less than 25 
Resistance to screws withdrawal, N/mm: from plywood face: no less than 90


from edges: no less than 50 

Mixed veneer plywood

(type of the plywood)


Plyterra Light

(name of the product)


1525

2950

±4,0

0,1-0,3 mg/h х m² 
formaldehyde emission class: Е1


